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Adjustable recess mounted LED spot lights, with 
aluminum body in powder-coated, excellent 
aluminum heat sink and ultra tempered clear glass, 
equipped anti-glare optical reflector.

Mounting Type- Recessed
Housing- Pure Aluminum Heat Sink
Diffuser- Clear/Frosted
Reflector- Anti-glare Optical Reflector
Life Span- > 50,000 Hrs (Ta = 30oC LM70)
Driver- 36.0 V 180mA  | 250 mA | 350 mA|500 mA 
Option- Non Dimmable
Standards- EN60598-1 / EN60595-2-1
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ECLIPSE AJUSTABLE-08
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ECLIPSE AJUSTABLE-15
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Φ120x139mm

CRI

C
EI

LI
N

G
 S

PO
T 

Max: 35
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Fixed recess mounted LED spot lights, with aluminum 
body in powder-coated, excellent aluminum heat 
sink and ultra tempered clear glass, equipped 
anti-glare optical reflector.

Mounting Type- Recessed
Housing- Pure Aluminum Heat Sink
Diffuser- Clear/Frosted
Reflector- Anti-glare Optical Reflector
Life Span- > 50,000 Hrs (Ta = 30oC LM70)
Driver- 36.0 V 180mA  | 250 mA | 350 mA|500 mA 
Option- Non Dimmable
Standards- EN60598-1 / EN60595-2-1

Item Description Objective

CODE WATTAGE LUMENS DIMENSIONSKELVINS

ECLIPSE FIX-08
ECLIPSE FIX-12
ECLIPSE FIX-15
ECLIPSE FIX-15
ECLIPSE FIX-20

635lm
767lm
1106lm
1271lm
1494lm

3000K
3000K
3000K
3000K
3000K

08W
12W
15W
15W
20W

80
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Φ85x97mm
Φ85x97mm
Φ85x97mm
Φ120x111mm
Φ120x124mm

CRI

15o 20o 30o 24o 32o 45o15o 20o 30o 24o 32o 45o

Colours

01 02

01. White  02. Black 

Colours

01 02

01. White  02. Black 

Max: 20

Min: 10
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