
Drivers

Using our latest technology to make a combina-
tion between decoration & efficiency.

EBAG is adjustable recess mounted LED spot light, 
with aluminum body in powder-coated, excellent 
aluminum heat sink and ultra tempered clear 
glass, equipped anti-glare optical reflector.

It can be used in Retails, Residentials and 
Hotels.

Mounting Type- Surface Mounted
Housing- Pure Aluminum Heat Sink
Diffuser- Clear/Frosted
Reflector- Anti-glare Optical Reflector
Life Span- > 50,000 Hrs (Ta = 30oC LM70)
Driver- 36.5 V 180mA  I 250 mA I 350mA I 500mA I 700mA I 700mA I 900mA 
Option- Non Dimmable
Standards- EN60598-1 / EN60595-2-1

Item Description

EBAG-8W-12W-15W-20W-28Wi

EBAG-28Wii-36W

Objective
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Beam Angle 15o
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Beam Angle 33o
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Beam Angle 50o
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Beam Angle 15o
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Beam Angle 23o
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Beam Angle 38o

www.bluelunar.net

Alu. IP20

CODE WATTAGE LUMENS DIMENSIONSKELVINS

EBAG-08
EBAG-12
EBAG-15
EBAG-20
EBAG-28i
EBAG-28ii
EBAG-36

705lm
895lm
1266lm
2139lm
2571lm
2359lm
4119lm

3000K
3000K
3000K
3000K
3000K
3000K
3000K

08W
12W
15W
20W
28W
28W
36W

80
80
80
80
80
80
80

Φ60x211mm
Φ60x211mm
Φ60x211mm
Φ72x242mm
Φ72x242mm
Φ95x302mm
Φ95x302mm

CRI

Colours

01. Matt White  02. Matt Black 
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